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Swedish Low-Power Optical Module 10G

Overview
The EDGEOPTIC 10G-SFP-10 is a multi-vendor compatible 10GBASE-LR SFP+
transceiver for 10km single-mode fiber connectivity at 1310nm. With a 6dB
guaranteed optical link budget, this module supports dual-rate operation at 1G
Ethernet (1. This transceiver module is ideal for extending network reach in
applications such as 10 Gigabit Ethernet long-haul transmissions, metropolitan area.
As speeds evolve from 10G and 25G toward 100G and 400G, optical transceivers
must not only deliver high-speed transmission but also optimize for low power
consumption. With soaring energy costs and the rise of green data centers, low-
power optical modules have become the preferred choice for many. 10GBASE-LR is a
10-gigabit Ethernet optical standard that operates at 1310 nm over single-mode fiber
(SMF), supporting link distances of up to 10 km. 3ae compliant. Amphenol SFP Optical
Modules • SFP+ Optical Modules from Cables on Demand are Now Available in both
Short Range (SR) Multimode and Long Range (LR) Single Mode Transceiver versions.
Our Cisco, HP and Brocade ready 10GBASE-SR Multimode SFP+ Modules feature low
power consumption (<800mw) using Duplex. Single-fiber bidirectional (BIDI) optical
modules must be used in pairs. For example, SFP-10G-BXD1 must be used with
SFP-10G-BXU1.
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10g lr sfp Transceiver | 10km Single-Mode Fiber Module

Whether expanding network capacity or optimizing existing infrastructure, this
module offers a reliable, high-performance optical solution for long-distance 10GbE
connections.

Introduction of 10G SFP+ Optical Modules

Low Power Consumption: Typically 1W or less, making it more efficient than older XFP
modules. Applications: Used in 10G Ethernet, Fibre

10G SFP+ LR 1310 nm 10 km Optical Transceiver

The 10G SFP+ LR 1310 nm 10 km Optical Transceiver Module delivers carrier-grade
performance for 10 Gigabit Ethernet links up to 10 km over ITU-G.652

10G lr 10km

The SFP+ 10G-LR 10KM Optical Transceiver Module is an advanced, long-range
solution for high-speed data communication in telecommunication networks. - EN

A Simple Guide to SFP-10G-SR and Its Practical Uses

When it comes to cost-effective 10 Gigabit Ethernet over short to medium distances,
the SFP-10G-SR optical transceiver remains a cornerstone

Reach Further, Faster: Your Ultimate Guide to Long-Range 10G Optical ...

Long-range 10G optical modules enable high-speed data over distances up to 80km.
Learn about types, specs, compatibility, and choosing the right module.

10G lr 10km

This transceiver module is ideal for extending network reach in applications such as
10 Gigabit Ethernet long-haul transmissions, metropolitan area networks, and other
optical links requiring a distance of

10GBASE-LR SFP+ | From €12 | EDGE Optical Solutions

The EDGEOPTIC 10G-SFP-10 is a multi-vendor compatible 10GBASE-LR SFP+
transceiver for 10km single-mode fiber connectivity at 1310nm. With a 6dB

SFP+ 10G BIDI Tx1330/Rx1270nm 60KM

SFP+ BiDi 10G LR Tx1330/Rx1270 nm Optical Transceiver Module Product Overview:
The SFP+ BiDi 10G LR (Bidirectional Long-Range) Tx1330/Rx1270nm Optical
Transceiver Module is a high

10G SFP+ LR 1310nm 10KM
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SFP+ 10G-LR 1310nm 10KM Optical Transceiver Module is an advanced, long-range
solution designed for high-speed data communication in telecommunication - EN

SFP-10GB-ZR 100KM Long-Range 10G Transceiver Module

Extended ZR+ 10G SFP+ Optical Transceiver | 1550nm | Duplex LC | 100KM | DDM |
Long-Haul Compatible with Cisco, Juniper, HP Product Overview The STC-10G-ZR+ is
a high-power 10G SFP+

Inventory Of 10G Optical Modules

The 10G SFP+ SR optical module operates at a wavelength of 850nm. When used
with multimode fiber, it supports a maximum transmission distance of 300m, and
features low cost, low

10G SFP+ BIDI Tx1270/Rx1330nm 60KM

SFP+ BiDi 10G LR (Bidirectional Long-Range) Tx1270/Rx1330nm Optical Transceiver
Module is a high-performance, single-fiber solution designed for 60 Km. - EN

Low Price Factory Supply 10G SFP+ 1310nm 10km SMF LC DDM

Key attributes Type Optical Fiber Transceiver Connector Type LC Power Source 3.3v
Use FTTH Network Wired LAN Model Number LS-SM3110C-10I Brand Name LINK-PP
Place of Origin

Inventory Of 10G Optical Modules

The 10G SFP+ CWDM optical module is a coarse wavelength division multiplexing
optical module, with a maximum transmission distance of up to 80km. It adopts
CWDM technology to

10G Low-Power Modules vs. Standard Modules: What''s

Explore the definition, applications, and product advantages that set 10G low-power
optical modules apart from standard options. Learn how FS

10G SFP+ Active Optical Cable

Technical Specification: 10G SFP+ Active Optical Cable (AOC) Product Overview The
10G SFP+ Active Optical Cable (AOC) is an integrated SFP+‑to‑SFP+ optical
interconnect that delivers up to 10 Gbps

XFP 10G BIDI 1330/1270nm 20KM

BIDI-10G-XFP is Multi-Vendor MSA Compatible XFP (10 Gigabit Small Form Factor
Pluggable Module) Transceiver, operating over Single Fiber Single-Mode Fiber (SMF)
optical cable.

10GBASE-LR SFP+ 1310nm LC 10km SMF Optical
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Low power consumption and advanced encryption capabilities suitable for eco-
friendly, secure networking. The SFP+ 10G LR transceiver is compliant with

SFP+ Optical Transceiver Modules (10G-SR/LR)

Amphenol SFP Optical Modules • SFP+ Optical Modules from Cables on Demand are
Now Available in both Short Range (SR) Multimode and Long Range (LR)

The Essential Guide to SFP-10G-LR Optical Transceivers

Lower Power Consumption: Compared to earlier 10G modules or those designed for
longer reaches, SFP-10G-LR modules generally consume

What Is 10GBASE-LR? SMF 1310nm 10km SFP+ Explained

It is typically implemented using SFP+ transceivers and defined under IEEE 802.3
specifications. 10G-LR module has become one of the most widely deployed 10G
optical standards in enterprise

10GE SFP+ Optical Modules

For example, SFP-10G-BXU1 must be used with SFP-10G-BXD1. If the SFP-10G-
ER-1310 is connected to a 10Gbase-ER standard optical module (1550nm, 10GE,
40km), the maximum transmission

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://www.kwsaevents.co.za
Email: sales@kwsaevents.co.za
Phone: +27 21 852 4719
Address: 25 Riebeek Street, Cape Town, 8001, South Africa

This document is for informational purposes only. Specifications subject to
change without notice.

Powered by TCPDF (www.tcpdf.org)

© 2026 KWSA Networks (Pty) Ltd - All rights reserved

http://www.tcpdf.org

